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Part 
number 

Model 
Watts 

Engine 
HP Voltage DC 

output 
Shipping weight 

lbs (kg)  

147-4190 1 000 2.5 110 / 230 12V / 8.3A 62 (28)  
147-4250 2 500 6.5 110 / 230 12V / 8.3A 99 (45)  
147-4290 3 000 6.5 110 / 230 12V / 8.3A 104 (47)  
147-4500 5 000* 11.0 110 / 230 12V / 8.3A 177 (80)  
147-4650 6 500* 13.0 110 / 230 12V / 8.3A 184 (83)  

Electric starter / Battery included 
147-4520 5 000S* 11.0 110 / 230 12V / 8.3A 177 (80)  
147-4660 6 500S* 13.0 110 / 230 12V / 8.3A 184 (83)  

Electric starter / Remote / Battery included 
147-4540  5 000SR* 11.0 110 / 230 12V / 8.3A 177 (80)  
147-4680 6 500SR* 13.0 110 / 230 12V / 8.3A 184 (83)  

Recoil 

GENERATOR - CSA & EPA approved  

GENERATOR - WELDER 
CSA & EPA approved 

Part 
number 

Model 
Watts 

Engine 
HP Voltage DC 

output 
Shipping weight 

lbs (kg)  

147-5000  
3 600 13.0 110 12V / 8.3A 243 (110) 

 Electric starter / Battery included / Wheels 
Ajusting current range: 50 to 190 Amp. 

LIMITED WARRANTY ON GASOLINE PRODUCTS AGAINST MANUFACTURING DEFECTS 
6 months for commercial use 

12 months for non commercial use 

*Wheels included with 5 000 & 6 500 watts model 


